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RECOMMENDED TOOLS: 





WIRE STRIPPERS 


1) Wire Strippers (Radio Shack Catalog #: 64-2979) 





3) #20 & #10 Torx screwdriver 
4) Electric drill with a 3/16 drill bit. 
5) Super glue gel (Ace Hardware Catalog #: 50-08863) 


6) (Optional) Plastic Glue (Ace Hardware Catalog #: 6246P) 
7) (Optional) Harness connectors (to allow for safe X-light removal) 


8) (Optional) Heatshrink tubing (Radio Shack Catalog #: 278-1610) 


NOTE: Having the right tool for the right job will make all the difference between a 
pleasant experience vs. a nightmare!!! 


BEFORE YOU BEGIN: 


Make sure you are grounded before you begin installing your mod chip; you must ground 
yourself by either using a grounding strap (Radio Shack Catalog #: 276-2370) or by 
touching something metal. Make sure that you are working on a non-conductive surface 
(i.e. wood, glass...etc.). NOTE: ALL TEXT IN BLUE IN THIS DOCUMENT ARE 
URL LINKS FOR YOUR REVIEW!!! 


Be sure to sharpen the tip on your soldering iron to a very fine point using a hand file or a 
grinder wheel, the end result should look like the picture below in figure #A, this will aid 
you when soldering to those tiny areas. 





FIGURE #A 


SOLDERING 
If you are a novice when it comes to soldering, then you should review the soldering tips 
web site first. The main thing to remember before you begin your project is to: 


1) Use alow wattage soldering iron 


THERE ARE MORE HELPFUL TIPS IN THE FULL 
MANUAL!!! 


IMPORTANT THINGS TO REMEMBER 


1) Never route your wires through any metal openings in your Xbox case as 
electrical shorts may occur, which will damage your Xbox!!! 

2) Keep wires secure so they do not get pinched against the DVD drive bezel 
when re-assembling your Xbox. 

3) All cable connectors install one way, do not force them or you will damage 
the mating connector pins!!! 


Your X-Light comes shipped to you with all the necessary supplies needed to complete 
your installation as shown below in figure #1. 


SOLDER 









X-LIGHT 
FIGURE #1 


DISASSEMBLE YOUR XBOX 


First verify which version Xbox you have because the installation will differ depending 
on the model you are installing it to; this manual will cover ALL XBox versions. 
Disassemble your Xbox and remove the motherboard as shown below in figure #2. 
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FIGURE #2 


PLEASE NOTE: ANY MODIFICATION TO YOUR XBOX GAME CONSOLE IS CARRIED OUT 
AT YOUR OWN RISK!!! 


CHOOSING POWER & GROUND LOCATIONS 


There are several suitable 5-volt power locations on the motherboard to choose from as 
shown below in figure #3. NOTE: XBox versions 1.0 & 1.1 have identical 5-volt 
locations as shown below figure #3. 
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FIGURE #3 


Below is the power legend for the V1.6 motherboard. 
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FIGURE #4 
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FIGURE #5 (V1.0-1.1 A-LOCATION) 





AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #6 (V1.0-1.1 B-LOCATION) 
AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #7 (V1.2-1.5 A-LOCATION) 
AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #8 (V1.2-1.5 B-LOCATION) 
AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #9 (V1.2-1.5 C-LOCATION) 
AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #10 (V1.6 A-LOCATION) 
AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #11 (V1.6 B-LOCATION) 


AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #12 (V1.6 C-LOCATION) 
You can choose ANY ground pad on the XBox motherboard you like that looks the hole 
pad as shown below. NOTE: its best to chose a ground pad located nearest to a 5-volt 
supply. 
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FIGURE #13 - 


SOLDER THE X-LIGHT WIRES 


Prepare your ground and power location by tinning the spot where you want to solder a 


wire to as shown below. NOTE: tin the power locations as well if you plan to solder a 
X-Light wire to it. 
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FIGURE #14 — 
Each X-Light has two wires that one is designated for 5-volts and the other for ground as 
shown below in figure #15. 
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FIGURE #15 


Solder your wires onto the chosen places. 
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FIGURE #16 
INSTALLING A HARNESS CONNECTOR (Optional 








AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 
FIGURE #17 


Insert all the wires that have terminals attached to them as shown below in figure #18. 
NOTE: pay close attention to the connector orientation and where each wire is 
located so that the mating connector will match-up (i.e. black-to-black & red-to- 
red)!!! Make sure you have long enough wires to position the connector in the rear 
of the Xbox console (see figure #21). ALWAYS USE FEMALE TERMINALS FOR 
POWER OUTPUT SO THAT THEY WILL NOT TOUCH ANYTHING 


ACIDENTALLY IF YOU DISCONNECTED THE CONNECTOR WITH THE 
POWER STILL ON!!! 





Geli Acorn 
FIGURE #18 
AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #19 


After you have routed your X-Lights; the final thing to do 1s insert the male terminals into 
the connector. 


AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 
FIGURE #20 


Reassemble your XBox console bottom half and make sure you routed your connector 
harness so that no wires are pinched against anything. 


AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #21 


ATTACHING YOUR X-LIGHT 


You can route your X-Light anyway you want. This light 1s very flexible and can be bent 
to any shape you like!!! You can attach your X-Light using glue or by drilling holes and 
routing your X-Light through the holes that you have drilled. NOTE: use super glue gel 
as it doesn’t run and it dries quickly!!! 


THINGS TO REMEMBER WHEN ATTACHING YOUR X-LIGHT: 


AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


First bend your X-Light to the shape you like it to be (into a V in the case). Next, press 
and hold the X-Light in place once little drops of super glue gel has been applied. 
NOTE: Its always a good idea to dry fit each step of the install process first before 
apply any glue!!! Apply your glue drops spartanly and evenly!!! 


LEAVE EXTRA LIGHT FOR WRAPPING 
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FIGURE #22 





Your are ready to install some more of your light once the glue has dried as shown below 
in figure #23. 
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FIGURE #23 


Install your X-Light in small sections at a time; this way you will not have any slack in 
your light!!! 


AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #24 


Use an electric drill to drill a 3/16 hole where you want the X-Light to appear/disappear 
(depending on which way you route your light). NOTE: Make sure you drill all the 
way through the metal shield and make the hole in the metal shield a bit larger so 
that the X-Light will not get scrapped or cut when routing the light through the 
hole!!! 


AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #25 
Some X-Lights come with a switch, which allows you to change the illumination from 
solid light to a blinking light. Use super glue gel to attach the switch as sown below in 
figure #26. NOTE: you can use tape to temporarily hold the switch in place as shown 
below. It would be a good idea to epoxy glue this switch in place once the super glue 
has dried. 


AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 
FIGURE #26 


Finally, connect your harness connectors together (if installed) and insert the console lid. 
Your final install may look similar to figure #27 below!!! 


AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


FIGURE #27 
MORE X-LIGHT INSTALL TIPS 


AVAILABLE TO MOD-CHIP.COM CUSTOMERS ONLY. 


TROUBLESHOOTING 


























